
SOUND-PANEL SHALLOW  
MOUNT SPEAKER SYSTEM

CODE: RV-FS402W
CODE: RV-FS402B

PEAK POWER
200 WATTS

IP65 WEATHERPROOF
The front and rear of the Sound-Panel is rated IP65 for water and 
dust ingress protection. It also meets industry standards for UV 
and salt fog protection. This makes it perfect for indoor or outdoor 
installation on any vessel in the harsh marine environment.

PROFESSIONAL SOUND QUALITY 
FUSION’s Sound-Panel combines a pair of custom 4” speaker  
drivers, silk dome tweeters, and a large-surface bass radiator inside 
a perfectly-tuned enclosure, delivering professional sound quality in 
a shallow-mount form-factor. 

With a maximum mounting depth of 41mm (1-5/8”), the  
Sound-Panel solves the age old problem of delivering quality  
audio reproduction from a shallow mounting cavity installation.

200
WATTS

PEAK

FOR MORE INFORMATION VISIT FUSIONENTERTAINMENT.COM
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19mm (3/4”)  
Mounting Depth

22mm (7/8”) spacer required
CODE: RV-FS22SPW (White) 
CODE: RV-FS22SPB (Black)

Surface Mount
41mm (1-5/8”) spacer required 
CODE: RV-FS41SPW (White) 
CODE: RV-FS41SPB (Black)

25mm (1”)  
Mounting Depth

16mm (5/8”) spacer required
CODE: RV-FS16SPW (White) 
CODE: RV-FS16SPB (Black)

41mm (1-5/8”)   
Mounting Depth

no spacer required 

VERSATILE MOUNTING SOLUTIONS
The Sound-Panel is designed for easy installation. Both the left and 
right speaker wires from the source unit or amplifier only need to 
be wired to one location for connection, saving time and money. 
The Sound-Panel has four mounting options available to create 
a professional indoor or outdoor installation. The 41mm (1-5/8”) 
spacer allows you to install directly onto any flat surface with no 
mounting cut-out required.

Sound–PanelSpacers
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SPECIFICATIONS

TWEETER TYPE: Soft dome
MAX. POWER (WATTS): 100 W (per speaker connection)
RMS POWER (WATTS): 25 W (per speaker connection)
EFFICIENCY (1W/1M): 87dB
MIN MOUNTING DEPTH (CLEARANCE): 41 mm (1-5/8”)
MOUNTING DIMENSION (CLEARANCE): 431 mm (17”) x  171 mm (6-3/4”)
IMPEDANCE: 4 Ohms
FREQUENCY RESPONSE: 67Hz - 20kHz

FUSION PRODUCT INFO
CODE GARMIN PN EAN-13 BARCODE GIFT BOX DIMENSIONS

RV-FS402W 010-01790-00 0753759175078 (W) 520mm (20-1/2”)   |   (H)  255mm (10-1/16”)   |   (D)  125mm (4-15/16”)

RV-FS402B 010-01791-00 0753759175085 (W) 520mm (20-1/2”)   |   (H)  255mm (10-1/16”)   |   (D)  125mm (4-15/16”)

DIMENSIONS

41mm  
(1-5/8”)

168mm (6-5/8”)

63mm  
(2-1/2”)

428mm (16-7/8”)

471mm (18-9/16”)

211mm (8-5/16”)

125mm  
(4-29/32”)

125mm  
(4-29/32”)

130mm 
(5-1/8”)

124mm (4-7/8”)

12 - Ø6mm
12 - Ø(1/4”)


